
MATERIAL

SINGLE BLADE ROUND DAMPER

galvanized steel
EPDM (DSX) rubber gasket

•
•

D

LE

branching connection 
fusion welded (linear weld)
possibility of with diff erent types of mechanism

•
•
•

PRODUCT CHARACTERISTICS

Damper with 
mechanism 
MPJ *

* version with gasket

Damper with 
mechanism 
SPIRO *

Damper for 
actuators *

Part of class C air tightness certifi ced ventilation system.

DS

 
D [mm] 

SP MPJ Items 
Set Package

Packaging  
D [mm] 

for actuators

L [mm] E [mm] L [mm] E [mm] L [mm] E [mm] 

80 90 40 110 30 60 P6 80 220 40
100 90 40 110 30 40 P6 100 220 40
125 90 40 110 30 27 P6 125 220 40
140 90 40 110 30 Z Z 140 220 40
150 90 40 110 30 30 P4 150 220 40
160 90 40 110 30 24 P4 160 220 40
180 90 40 110 30 20 P4 180 220 40
200 90 40 110 30 36 P2 200 220 40
225 80 45 110 30 30 P2 225 220 40
250 130 45 140 40 36 P1 250 220 40
280 130 45 140 40 32 P1 280 220 40
300 130 45 140 40 25 P1 300 220 40
315 130 45 140 40 25 P1 315 220 40
350 130 45 140 40 Z Z 350 220 40
355 130 45 140 40 20 P1 355 220 40
400 130 45 120 50 15 P1 400 200 50
450 120 50 120 50 10 P1 450 200 50
500 120 50 120 50 Z Z 500 200 50

Z - information upon request Tolerance ±5mm 
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