
segments connected with a lock
fusion welded (linear weld)
gasket (BSX) is positioned by fl anges 

•
•
•

MATERIAL PRODUCT CHARACTERISTICS

galvanized steel
EPDM (BSX) rubber gasket

•
•
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Size
(mm)

90° 45° 30° 15°

Pack.
(pc.)
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Set 

Package
(pc.)

Pack.
(pc.)
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(pc.)
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(pc.)
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(pc.)

Pack.
(pc.)

Items
Set 

Package
(pc.)

225 21/P1 Z 36/P1 Z Z Z Z Z

250 16/P1 54 30/P1 96 40/P1 Z 25/P1 Z

280 Z Z 24/P1 Z Z Z Z Z

300 8/P1 28 16/P1 48 Z Z Z Z

315 8/P1 28 16/P1 48 Z Z Z Z

350 – Z Z Z Z Z Z Z

355 – 21 Z 42 Z Z Z Z

400 – 12 Z 30 Z Z Z Z

 D
(mm)

H
(mm)

1000 65 65

Z - information upon request
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SECTIONAL BEND 90°  45°  15° BFE

BS BSX

225 45 40

250 45 40

280 45 40

300 45 40

315 45 40

350 45 40

355 45 40

400 55 50

450 55 50

500 55 50

560 55 60

630 65 60

710 65 60

800 65 65

900 65 65

α= 15°,  45°, 90°


