
USE

Pipe clips are used to hang round duct networks 
(SPIRO type or B I). It ensures fast assembly thanks 
to an easy system of locking and tightening. Version 
with a gasket prevents the transmission of vibrations 
from the system to the building’s structure. The acid 
resistant steel version may be used in systems with 
higher anti corrosion requirements.

Nominal 
diameter D 

(mm) 
Pcs./box Nut

80 60 M8/M10
100 60 M8/M10
125 60 M8/M10
150 60 M8/M10
160 60 M8/M10
180 30 M8/M10
200 60/30 M8/M10
225 30 M8/M10

Nominal 
diameter D 

(mm) 
Pcs./box Nut

250 30 M8/M10
280 30 M8/M10
300 20 M8/M10
315 30 M8/M10
355 20 M8/M10
400 20 M8/M10
450 10 -
500 10 -

Nominal 
diameter D 

(mm) 
Pcs./box Nut

560 10 -
630 10 -
710 10 -
800 10 -
900 Z -

1000 Z -
1120 Z -
1250 Z -
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M8 and M10 thread according ISO-metric
Maximal load: 8000N
Maximal torque: 20Nm
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M8 and M10 thread according ISO-metric
Maximal load: 8000N
Maximal torque: 20Nm
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OPO Ø80 - Ø400 OPO Ø450 - Ø1250

OPOX Ø80 - Ø400 OPOX Ø450 - Ø1250
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PIPE CLIPS FOR ROUND DUCTS OPOX


