
SLOT DIFFUSERS SDML

• Structural elements are made of pressed aluminum
• Powder painted white (RAL 9016)
• Good for hot or cold air supply/exhaust
• Easy adjustment of air fl ow direction
• Appropriate for systems with variable air amount
• Light weight even in case of large size
• Easy installation and adjustment thanks to unique technical design
• Product has certifi cate of the National Hygiene Institute PZH
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2 slots 123 28 24 19 42 88 37 1022

3 slots 167 28 24 19 42 131 37 1022

4 slots 207 28 24 19 42 174 37 1022
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CHARACTERISTICS OF DIFFUSERS SDML

Model
(mm) Details

2 slots

V (m3/h) 65 130 205 270

Ps (Pa) 1 3 8 14

NC (dB) - - 16 23

T horizontal (m) 0.3-0.9-3.7 1.6-3.7-7.1 3.7-5.3-9.0 4.6-7.1-10.5
T vertical (m) 1.6 3.4 5.0 5.9

2 slots
(continued)

V (m3/h) 335 400 470 540
Ps (Pa) 22 32 43 57

NC (dB) 29 33 37 40

T horizontal (m) 5.9-8.4-11.8 7.1-9.0-7.4 8.1-9.9-14.0 8.7-10.5-14.9
T vertical (m) 6.8 7.4 8.1 8.7

3 slots

V (m3/h) 100 200 300 400
Ps (Pa) 1 3 8 14

NC (dB) - - 18 25

T horizontal (m) 0.6-1.6-4.3 2.5-4.3-8.7 4.3-6.5-11.2 5.9-8.7-13.0
T vertical (m) 2.2 4.0 6.2 7.4

3 slots
(continued)

V (m3/h) 505 605 710 805
Ps (Pa) 22 32 43 57

NC (dB) 30 35 39 42

T horizontal (m) 7.1-10.2-14.3 8.7-11.1-15.8 9.9-12.1-17.1 10.5-13.0-18.3
T vertical (m) 8.4 9.0 9.9 10.5

4 slots

V (m3/h) 130 270 401 540
Ps (Pa) 1 3 8 14

NC (dB) - - 19 26

T horizontal (m) 0.9-1.9-5.0 3.4-5.0-10.2 5.0-7.4-13.0 6.8-10.2-14.9
T vertical (m) 2.5 4.7 7.1 8.7

4 slots
(continued)

V (m3/h) 670 805 940 1080
Ps (Pa) 22 32 43 57

NC (dB) 32 36 40 43

T horizontal (m) 8.4-11.8-16.7 10.2-13.0-18.3 11.5-14.0-19.5 12.1-14.9-21.1

T vertical (m) 9.6 10.5 11.2 12.1

NC [dB] correction factors for length multiplication factor

Multiplication factor 2 4 6 8 10

Intake -3 0 +2 +3 +5

Discharge 0 +3 +5 +6 +8

• T [m] - range given respectively for speeds: 0,75 m/s 0,50 m/s and 0,25 m/s
• Ps [Pa] - static pressure
• NC [dB] - noise level with room attenuation assumed to be 10 dB.

T [m] correction factors for length multiplication factor

Multiplication factor 2 4 8 10 12

Range correction 0.72 1.0 1.5 1.7 1.8
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